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JtecUL UL1077 & UL508 10kA

JtecUL Ordering Scheme

Jtec

UL 508 Listed
UL 1077 Recognised

UL

No. of Poles:
1, 2, 3, 4

2

Trip Curve:
B, C, D

B

Current Rating:
0.5, 01, 02, 03, 04, 
05, 06, 08, 10, 13, 
15, 16, 20, 25, 30, 
32, 40, 50, 60, 63A

10

The JtecUL range is UL recognised  to UL 1077,  File E243696.

Additionally, Jtec is UL Listed as a Manual Motor Controller to 
Standard 508 for Industrial Control Equipment.

The JtecUL 10KA offers maximum performance at excellent 
prices. JtecUL is available in a wide range of ratings in trip 
curves B, C and D from 0.5 - 63 A.

E243696
RR

RSupplementary Protector
Manual Motor Controller Suitable for Motor Disconnect
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JtecUL Interrupting Capacities

UL 1077 
Supplementary  
Protection

5kA 480Y/277 Vac No Backup Fuse

10kA
480Y/277 Vac 0.5 - 6A No Backup Fuse

480Y/277 Vac >6A Backup Fuse 4 x Iⁿ Class J

UL 508 
Manual Motor 
Controller 
 
Suitable for 
Protection and 
Switching of  
Motor Circuits

5kA 480Y/277 Vac No Backup Fuse

10kA
480Y/277 Vac 0.5 - 6A No Backup Fuse

480Y/277 Vac >6A Backup Fuse 4 x Iⁿ Class J

Motor Control Rated as Manual Motor Controller suitable for Motor Disconnect 
Separate switch not required

Suitable for use on a circuit capable of delivering not more than 5kA rms Symmetrical Amperes, 480 / 277V maximum 

Suitable for use on a circuit capable of delivering not more than 10kA rms Symmetrical Amperes, 480 / 277V 
when protected by J Class Fuses

Separate  
Disconnecting 
Device

Competitors’ UL1077  
Supplementary Protectors

1077 Only 
Breaker

Motor

UL489 Branch 
Protector

  Cost savings 
  by using one 
  component 
  only

JtecUL 508 
Breaker Rated as 
Motor Controller

Motor

UL489 Branch 
Protector

In addition to performing as a 
supplementary protector the 
JtecUL is UL508 listed for use 
as a motor controller.
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JtecUL Trip Curves:
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JtecUL Technical Specification
Current Ratings (A) 0.5, 1, 2, 3, 4, 5, 6, 8, 10, 13, 15, 16, 20, 25, 30, 32, 40, 50, 63A
Number of Poles 1, 2, 3, 4, 1+N, 3+N
Trip Curves B, C, D, G

Rated Voltage
230 / 400 Vac EN60898
480 / 277 Vac UL1077/508

Rated DC Voltage max. 48V DC – 1p
Rated Frequency 50 - 60Hz
Short Circuit Capacity  
(Interrupt Rating) acc. EN60898 10kA

European Energy Limiting  
Class to EN60898 Class 3, B & C 0.5A - 40A

UL Interrupt Rating
5kA No Backup
10kA with Backup Fuse

Electrical Life 6000 Cycles On/Off tested for Motor Disconnect
Mechanical Life 100,000 Cycles On/Off
Protection Degree IP20 at Front
Ambient Temperature Range -25°C to 60°C
Operational Position In any plane
Compliance Standards UL1077 / UL508, EN60898

Maximum Feed Current Through  
Jtec MCB to Busbar 126A

Vibration Resistance 3g (8 - 50Hz)
Resistance to Thermal Shocks 140°C

Connectable Conductor Cross Sections
Cable Clamp

Type of Conductor Minimum Maximum
Single Wire, Multiple Wire, Fine Wire, 
Fine Wire with Ferrule   1mm² / AWG 18 25mm² / AWG 3

Tightening Torque 2.8Nm / 25lb-in 2.8Nm / 25lb-in

Busbar
Cable
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Shunt 
Trip

JtecUL Accessories

Undervoltage  
Release

JtecUL Aux1CO JtecUL Aux2CO JtecUL AuxSCO JtecUL AuxSTCO

Neutral 
Pole

Lockon,
Lockoff
Adaptors

Auxiliary
Contacts

4A Rated
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Accessories Cable Min. Cable Max. Torque Max. Order Codes

Auxiliary and 
Signal Contacts

1 Changeover

0.5mm²   
AWG 20

2.5mm²  
AWG 18

0.5Nm 
4 lb-in

JtecUL AUX1CO
2 Changeover JtecUL AUX2CO
1 Changeover +  
1 Signal Changeover JtecUL AUXSCO

1 Changeover +  
1 Signal + Test Button JtecUL AUXSTCO

N-Pole Neutral Pole 2.5mm²   
AWG 18

25mm²   
AWG 3

2.8Nm
25 lb-in JtecUL N2

Lockoff 
Adaptors

Black JtecLP1 Black
Yellow JtecLP1 Yellow

 Accessories Cable Min. Cable Max. Torque Max.
Order Codes

Shunt Trip Undervoltage Release

 AC

12V

2.5mm² 
AWG 18

25mm²  
AWG 3

2.8Nm 
25 lb-in

 JtecUL ST12AC  JtecUL UV12AC

24V  JtecUL ST24AC  JtecUL UV24AC

48V  JtecUL ST48AC  JtecUL UV48AC

60V  JtecUL ST60AC  JtecUL UV60AC

110V  JtecUL ST110AC  JtecUL UV110AC

120V  JtecUL ST120AC  JtecUL UV120AC

230V  JtecUL ST230AC  JtecUL UV230AC

277V  JtecUL ST277AC  JtecUL UV277AC

400V  JtecUL ST400AC  JtecUL UV400AC

DC

12V

2.5mm²   
AWG 18

25mm²   
AWG 3

2.8Nm
25 lb-in

 JtecUL ST12DC  JtecUL UV12DC

24V  JtecUL ST24DC  JtecUL UV24DC

48V  JtecUL ST48DC  JtecUL UV48DC

110V  JtecUL ST110DC  JtecUL UV110DC
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JtecFMA Front Mount Adaptors

The front mount adaptors allow easy conversion from rear 
DIN-Rail mounting to front panel mounting on any of our 
Jtec/JtecUL/Jtec489 range of MCBs.  
Available in 1, 2 and 3 pole.

Jtec Panel Clip

Replaces standard DIN-Rail clip allowing breaker to be 
screwed to back of panel without the use of DIN-Rail.

Order Codes

JtecFMA for 1 pole JtecFMA1P

JtecFMA for 2 pole JtecFMA2P

JtecFMA for 3 pole JtecFMA3P

Order Code

Jtec Panel Clip - order 2 per pole Jtec Panel Clip


