
Industrial Pow
er Connection

POWER CONNECTION

°5120°

• Angled 20o 
• Waterproof, IP67
• Screw terminals
• Nickel-plated contacts

Maximum Conductor Cross-section

Current Rating Flexible Solid

16A 4mm² 6mm²

32A 6mm² 10mm²

POWtec CEE Panel Mounted Socket Outlets
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Voltage 110 V~ 230 V~ 400 V~

Frequency 50/60 Hz 50/60 Hz 50/60 Hz

Designation 4h 3p = 6h
4p/5p = 9h

3p = 9h
4p/5p = 6h

Current Poles Part No. Part No. Part No.

16A 3 POWtecS-316Y-P8367 POWtecS-316B-P8367 -

16A 4 POWtecS-416Y-P8367 POWtecS-416B-P8367 POWtecS-416R-P8367

16A 5 - POWtecS-516B-P8367 POWtecS-516R-P8367

32A 3 POWtecS-332Y-P8367 POWtecS-332B-P8367 -

32A 4 POWtecS-432Y-P8367 POWtecS-432B-P8367 POWtecS-432R-P8367

32A 5 - POWtecS-532B-P8367 POWtecS-532R-P8367
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Dimensions (mm)

Poles 3 4 5 3 4 5

Current 16A 32A

Flange A 92 92 92 92 92 92

Flange B 100 100 100 100 100 100

Hole Spacing C 77 77 77 77 77 77

Hole Spacing D 85 85 85 85 85 85

E 33 34 38 48 48 48

F 53 55 58 62 62 62

G 51 56 65 65 65 70

H 61 67 76 75 75 80

I 5.5 5.5 5.5 5.5 5.5 5.5

Weight (g) 160 167 199 221 237 280


