
Industrial Pow
er Connection

POWER CONNECTION

• Splash-proof, IP44 
• Screwless connection technology
• Quick release locking system
• IEC 60309 / EN 60309

Voltage 110 V~ 230 V~ 400 V~

Frequency 50/60 Hz 50/60 Hz 50/60 Hz

Designation 4h 3p = 6h
4p/5p = 9h 4p/5p = 6h

Current Poles Part No. Part No. Part No.

16A 3 POWtecP-316Y-T044-SL POWtecP-316B-T044-SL -

16A 4 POWtecP-416Y-T044-SL POWtecP-416B-T044-SL POWtecP-416R-T044-SL

16A 5 - POWtecP-516B-T044-SL POWtecP-516R-T044-SL

32A 3 POWtecP-332Y-T044-SL POWtecP-332B-T044-SL -

32A 4 POWtecP-432Y-T044-SL POWtecP-432B-T044-SL POWtecP-432R-T044-SL

32A 5 - POWtecP-532B-T044-SL POWtecP-532R-T044-SL

Dimensions (mm)

Poles 3 4 5 3 4 5

Current 16A 32A

A 118 124 131 146 146 152

B 82 88 95 100 100 106

C 47 53 61 63 63 70

K 6-15 6-15 8-16 10-20 10-20 12-22

SW 38 38 42 50 50 50

Weight (g) 110 135 158 187 208 242

Maximum Conductor Cross-section

Current Rating Flexible Solid

16A 4mm² 6mm²

32A 6mm² 10mm²

POWtec CEE Screwless Plugs
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