
Industrial Pow
er Connection

POWER CONNECTION

• Splash-proof, IP44 
• Screw terminals
• Cable entry from above or behind
• Including self-sealing grommet
• Brass contacts

Voltage 110 V~ 230 V~ 400 V~

Frequency 50/60 Hz 50/60 Hz 50/60 Hz

Designation 4h 3p = 6h
4p/5p = 9h

3p = 9h
4p/5p = 6h

Current Poles Part No. Part No. Part No.

16A 3 POWtecS-316Y-S144 POWtecS-316B-S144 -

16A 4 POWtecS-416Y-S144 POWtecS-416B-S144 POWtecS-416R-S144

16A 5 - POWtecS-516B-S144 POWtecS-516R-S144

32A 3 POWtecS-332Y-S144 POWtecS-332B-S144 -

32A 4 POWtecS-432Y-S144 POWtecS-432B-S144 POWtecS-432R-S144

32A 5 - POWtecS-532B-S144 POWtecS-532R-S144

Dimensions (mm)

Poles 3 4 5 3 4 5

Current 16A 32A

A 142 145 144 155 155 157

B 97 98 104 106 106 111

M 25 25 25 25 25 25

Weight (g) 226 240 259 274 291 318

Maximum Conductor Cross-section

Current Rating Flexible Solid

16A 4mm² 6mm²

32A 6mm² 10mm²
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